TABLES



Table 1
Summary of Soil Excavations
Boeing Reality Corporation Former C-6 Facility, Parce! C
Los Angeles, California
Approximate
Dimensions of Approximate
Location Chemicals of Concern & Maximum Excavation Volume Stockpile
Concentrations (width x length x depth; | Of Excavated Soil
maximum dimensions)
Building 1 Knox Street Right-of- TPH (23,000 mg/kg); SP-10A,
Way TCE (2,900 pglkg) 370 ft x 50 ft x 26 ft 5,000 cy SP-108,
SP-11
TPH (260 mg/kg),
A4 Ethylbenzere (32,000 ug/kg), 3ftx4ftx5ft 2cy SP-1
Thallium (2.3 mgrkg)
1-21 Arsenic (380 mg/kg) 200 ft x 50 ftx 10 ft 600 cy SP-19
(4 combined excavations E. of Bldg 1)
C-13 Benzo(a)py-ene (500 ug/kg); 28ftx 11ftx 6t 36 cy SP-17
Dibenzo(a,h)anthracene (580 ug/kg)
D-3 TPH (9,400 mg/kg; TCE (36 pg/kg) S5fix5ftx5ft Scy SP-1
J-4 Copper (57.6 mg/kg); thallium (0.85 mg/kg) 10fx8ftx6ft 20 cy SP-1
Building 2 Heat Treat Pit TPH (4.100 mg/kg), 65ftx35fx 18 ft 1,500 oy SP-5
Copper (95.3 mg/kg)
0-9 TPH (12 mg/kg) 5ftx5ftx5ft 5cy SP-1
O-14 Chromium V! (569 mg/kg); 20ftx 10ftx 4 ft 30 cy SP-g
Arsenic (9.3 mg/kg) Lead (34.5 mg/kg)
P-21 Lead (1,790 mg/kg) 18ftx5ftx 10ft 40 cy SP-1
Chromium (1,560 mg/kg);
Copper (384 mg/kg); Lead (104 mg/kg),
T-18 Molybdenum (38.5 mg/kg); Sfix5ftx5.5# 5cy SP-7
cis-1,2-DCE (110,000 ug/kg);
PCE (45,000 pg/ke); TCE (490,000 pg/kg)
T-20 TPH (15,000 mg/kg); 55ftx 57 x 29 ft 1,300 cy SP-1,SP-12
1,1,1-TCA (2,400 ug/kg); TCE (35,000 pg/kg) SP-14
U-9 TPH (6,100 mg/kg); Sftx5ftx5ft Scy SP-1
Arolclor 1260 (9,200 pg/kg)
Copper (198 mg/kg);
V-14 Lead (65.7 mg/kg); TCE (75 pg/kg), 40 ftx 20 ft x 4 ft 70 cy SP-7
Aroclor 12€0 (6,900 pg/kg)
TPH (6,300 mg/kg),
W-11 Benzo(a)pyrene (790 ng/kg); 10ftx35ftx 8 ft 130 cy SP-9
Dibenzo(a,h)anthracene (1,300 ug/kg)
X-11 TPH (700 mg/kg) 10ftx12ftx 1.5t 7cy SP-1, SP-9
Y-20 TCE (92 pgrkg) 27 ftx 18 ftx 2 ft 40 ¢y SP-g
Z-20 TCE (200 pg/kg) 5ftx5ftx 10 ft 10 cy SP-9
AA-20 TCE (46 ug/kg) S5ftx5ftx4ft 4 cy SP-9
AB-20 TPH (220 mg/kg) S5ftx5ftx5ft Scy SP-9
AD-14 TPH (8,900 mg/kg); 20ftx 13 f x5 ft 50 cy SP-8, SP-9
Benzo(a)pyrene (540 ug/kg)
AD-20 TCE (190 uglkg) S5ftx5ftx5Hft 5cy SP-9
AG-14 TPH (1,000 mg/kg) S5ftx5ftx10#t 10cy -
AK-11 TPH (1,400 mg/kg) 24ftx20ftx3ft 46 cy SP-15
Chioroform (8.0 ug/kg)
AK-13 TPH (700 mg/kg) 20 ftx 50 ft. x 3 ft. 150 cy SP-2
AK-17/AK-14 TPH (14,000 mg/kg); Lead (28.5 mg/kg) 18ftx 30 ftx 13 ft 345 ¢y SP-3/SP-16
Benzo(a)pyrene (3,300 ug/kg);
AN-19/23 Arsenic (83.5 mg/kg) 310ftx 10ftx 3 ft 270 ¢y SP-9
Buiiding 3 Q-23 Lead (£8.7 mg/kg) Sftx5ftx5ft 5cy SP-4
R-23 TPH (290 mg/kg) 5ftx5ftx4ft 5oy SP4
Building 20 TPH (5,600 mg/kg); arsenic (11.3 mg/kg);
M/L-23 Benzo(a)pyrene (4,300 ug/kg); 20ftx 70 ftx 4 ft 200 cy SP-1, SP4
Benzo(a)anthracene (14,000 pg/kg)
2-methyinaphthzlene (54,000 pg/kg)
Building 32 15 ft x 20 ft x 4 ft and
g 2BB-5-20 Arsenic (170 mg/kg) 8ftx8ftx4ft 50 cy SP-19
C-32 TCE (2,100 pgrkg) 11ftx33ftx4.5ft 50 cy SP-18
Buiiding 66 66-66-9 Arsenic (160 mg/kg) 12ftx 13 ftx 12 ft 40 ¢y SP-9

Notes: cy = cubic yards
All dimensions and volumes are approximate. Volume of removed concrete not included in these figures.
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